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M O D E L  15 0 0  R OA D S I D E  SYS T E M
P R E M I U M  Z E R O  E M I S S I O N  L E V E L  I N D I C AT I O N  F O R  A B OV E  G R O U N D  TA N KS

Features
•	 Premium small-form factor sealed level indication system bundle for above ground tanks.
•	 A complete system includes the following components:

	» Model 1500 Roadside Gauge Head,
	» LLDPE (Red) Float and Float Guides, 
	» Graduated Gauge Board
	» Hi Viz Guided Indicator.

•	 Can be optionally outfitted with Model 2000 Goshawk Level Transmitter.
•	 Components stocked for quick delivery.
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C O M P L E T I N G  T H E  L E V E L  I N D I C AT I O N  SYS T E M

Build your complete level indication system around a gauge head by adding:

SYS T E M  C O M PA R I S O N  M AT R I X

Model Model 1000 Model 1500 Model 3000 Model 750 Model 750LS Model 375 Model 375LS

Name Redtail Roadside Sparrow Hawk

System Type Premium Sealed Premium Sealed Premium Open Economy Open Economy Sealed Low-Profile Open Low-Profile Sealed

Tank Connection 2 FNPT 1-1/2 MNPT 1-1/2 MNPT 1-1/2 MNPT 1-1/2 MNPT
1-1/2 MNPT 

3/4 FNPT
1-1/2 MNPT 

3/4 FNPT

Seal Technology Dry Seal Dry Seal — — Liquid Seal1 — Liquid Seal1

Measuring Principle Mechanical (Float)

Local Display Tank mounted Gauge Board + Indicator

Min. Operating Temp. -40°C [-40°F] -40°C [-40°F] -40°C [-40°F] -40°C [-40°F] -40°C [-40°F] -40°C [-40°F] -40°C [-40°F]

Max. Operating Temp
60°C [140 °F] 

175°C [350 °F]2

60°C [140 °F] 
175°C [350 °F]2

60°C [140 °F] 
175°C [350 °F]2

60°C [140 °F] 
175°C [350 °F] 2

60°C [140 °F] 
175°C [350 °F] 2

60°C [140 °F] 
175°C [350 °F] 2

60°C [140 °F] 
175°C [350 °F] 2

Max Operating Pressure 0.15 bar [2 psi] 1 bar [14.5 psi] n/a n/a 0.15 bar [2 psi] n/a 0.15 bar [2 psi]

Maximum Height
14.6 m [48 ft] 

20.0 m [66 ft] 3.
6.0 m [20 ft] 

9.8 m [32 ft] 3.
24.3 m [80 ft] 24.3 m [80 ft] 24.3 m [80 ft] 24.3 m [80 ft] 24.3 m [80 ft]

Graduated Gauge Board       

Hi Viz Guided Indicator       

Hi Viz Wraparound 
Indicator

— —     

Float Guide Kit       

Guided LLDPE (red) Float       

Guided Stainless Float       

Model 2000 Goshawk 
Transmitter compatible

  — — — — —

Output4 4 - 20 mA 4 - 20 mA — — — — —

Power Requirement4 13 - 24 VDC 13 - 24 VDC — — — — —

HazLoc4 Cl. I Div 1, Gr. C&D T6 
Cl. I Zn. 1 IIB T6

Cl. I Div 1, Gr. C&D T6 
Cl. I Zn. 1 IIB T6 — — — — —

 Standard   Optional  — Not Appliable / Not Available 
1 Patented US8,833,158 CAN2,734,915  2 Requires Stainless Steel Float  3 Requires non-stock extended height gauge head.  4 With Model 2000 Goshawk Transmitter.

Float Guide Cable Locks

PVC standard, also available 
in zinc-plated and stainless 
steel

Top Roller Guide

Graduated Gauge Board

Indicator Guides

Indicator LLDPE Guided Float

Float Guides

Optional SS Guided 
Float

Float & Float Guide Kit Graduated Gauge Board & 
Indicator


